


WARRANTIES

WASHER WARRANTY

I 2-Year Limited (parts only)

EXCLUSIVE 90 DAY FACTORY LABOR WARRANTY!!

For important information regarding warranty inclusions, exclusions
and limitations, please call 1-800-NO-BELTS

MODEL NUMBER

GCAM2792TQ

GENERAL INFORMATION

Stainless steel look push button console,
powdered paint finish cabinet, top and lid
galvanized, extra thick back panel, reliable
dual agitator inlet hoses and corrugated
drain hoes included.

8 Cycles: Regular/Super, Regular/
Heavy, Regular/Normal, Regular/
Light, Permanent Press/Normal,
Permanent Press/Light, Gentle,
Extra Rinse

MOTOR
120-Volt %2-HP Direct-Drive with Built-In
Overload Protector

Two-Speed

AGITATION STROKES PER

180 SPM/High

MINUTE/AMPERAGE (5.0 Amps No Load)
Maximum Rated Amperage 9.8 Amps (120-Volt)
MOTOR RPM 1725 High
SPIN RPM 640 High

ELECTRICAL REQUIREMENTS

120V, 60 Hz., A.C.
Standard 15 Amp Breaker/Fuse
Branch Circuit
for Each Washer (Subject to Local
Codes)

DIMENSIONS

See Illustrations

43"H (at Metercase Top), 35"H
(at Lid), 27"W, 25.5"D

SHIPPING WEIGHT (EST.)

124 Lbs.

BASKET VOLUME

3.2 Cu. Ft.

Energy information is available online at www.whirlpoolcommerciallaundry.com/products,

WP literature part #CWXL077B

Dimensions are for planning purposes only.
For complete information, see installation
instructions packed with product.
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To locate a distributor near you, please visit www.whirlpoolcommerciallaundry.com/distributor, or call 1-800-NO-BELTS. 5





